
Looking for a compact option? The new LUMATEK 
ZEUS 300W PRO 3.1 is a linear LED solution when 
space matters.
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PRODUCT SPECIFICATIONS
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PRODUCT CODE   LUMLED028
LIGHT DISTRIBUTION   120°
LIGHT SOURCE   SAMSUNG LM301H EVO | OSRAM 4.24
INPUT VOLTAGE   220-240 V AC, 50/60 Hz
INPUT POWER   312 W (± 5%) @ 230 V AC
EFFICACY   3.1 µmol/J @ 230 V AC
PPF   965 µmol/s
FOOTPRINT   1.2 x 0.6 m
POWER FACTOR   0.95
DIMMING   DIMMER (INCL.) OFF-25-50-75-100%
EXTERNAL CONTROL   CONTROL PANEL 2.0 
OR UNIV. CONTROL 0-10 V
NET WEIGHT   5.9 Kg
DIMENSIONS   1180 x 491 x 70 mm
SPECTRUM   FULL SPECTRUM
THERMAL MANAGEMENT   PASSIVE
LIFETIME L90 > 60000 hrs
CCT   3600 K
QUANTITY OF LED BARS   3
QUANTITY OF DIODES   1440 WHITE | 36 RED
IP RATING   IP65
BTU   1024 BTUs/h
WARRANTY   5 YEARS
CERTIFICATIONS   CE, EMC, LVD

3 x LUMATEK 100 W PRO 3.1 FULL SPECTRUM BARS
1 x LUMATEK 300 W PRO 3.1 FRAME
1 x LUMATEK 300 W PRO DRIVER
1 x LIGHT DIMMER (OFF-25-50-75-100%)
2 x METAL CABLE HANGERS
1 x MANUAL   

AVAILABLE PARTS
LUMM0034   
LUMM0015 
LUMM0016 

EU LED POWER PLUG CABLE
DAISY-CHAIN 5 M CONTROL CABLE
LED 5 M EXTENSION CABLES 2.0 
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Walls reflection level: High
Distance between fixture and canopy: 30 cm 
Canopy PPFD average: 827 μmol/m2/s
Dimming (Power Consumption): 100% (312 W)

FLOWERING STAGE

Walls reflection level: High
Distance between fixture and canopy: 50 cm 
Canopy PPFD average: 460 μmol/m2/s
Dimming (Power Consumption): 75% (234 W)

MOTHERS STAGE

Walls reflection level: High
Distance between fixture and canopy: 50 cm 
Canopy PPFD average: 154 μmol/m2/s
Dimming (Power Consumption): 25% (80 W)

SEEDLING STAGE

Walls reflection level: High
Distance between fixture and canopy: 70 cm 
Canopy PPFD average: 115 μmol/m2/s
Dimming (Power Consumption): 25% (80 W)

CLONES STAGE

Walls reflection level: High
Distance between fixture and canopy: 40 cm 
Canopy PPFD average: 550 μmol/m2/s
Dimming (Power Consumption): 75% (234 W)

VEGETATIVE STAGE

625

738

753

584

817

992

952

747

863

1055

1032

806

861

1049

1041

782

843

1017

1016

756

798

960

963

730

712

833

830

700

600

710

711

590

0.6 m

0.15 m

0.15 m

1.2 m

398

473

477

399

494

582

583

495

546

643

643

547

567

667

668

568

567

661

664

568

546

643

650

547

493

582

582

494

398

471

476

398

0.6 m

0.15 m

0.15 m

1.2 m

345

396

395

342

418

485

481

419

464

535

531

464

486

555

548

485

484

553

552

483

463

534

532

464

418

480

483

418

346

396

397

341

0.6 m

0.15 m

0.15 m

1.2 m

116

129

135

118

146

160

161

142

156

176

174

155

162

182

186

163

165

190

185

162

154

178

177

153

138

160

163

141

120

130

133

119

0.6 m

0.15 m

0.15 m

1.2 m

89

98

101

86

106

116

114

105

115

128

129

115

120

133

135

120

120

136

134

120

115

126

127

115

108

116

118

107

90

99

105

88

0.6 m

0.15 m

0.15 m

1.2 m

For sales support:
orders@lumatek-lighting.com

For technical support:
techsupport@lumatek-lighting.com

General contact:
info@lumatek-lighting.com

FOR MORE INFORMATION ON LUMATEK PRODUCTS 
VISIT WWW.LUMATEK-LIGHTING.COM


